FLOATING TURBIDITY CURTAIN:

Description

This work consists of the installation of a Floating Turbidity Curtain to deter st
suspension and movement of st particles during construction. The floating turbidity
curtain shall be constructed at locations as directed.

M aterials

The curtain material shal be made of a tightly woven nylon, plastic or other non-
deteriorating material meeting the following specifications:

Property Value

Grab tensile strength *md-370 Ibs * cd-250 |bs
Mullen burst stength 480 ps

Trapezoid tear strength *md-100 Ibs * cd-60 Ibs
Apparent opening size 70 US standard sieve
Percent open area 4% permittivity 0.28 sec-1

*md - machine direction
*cd - cross machine direction

In the event that more than one width of fabric is required, a 6" overlap of the materid
shall also be required.

The curtain material shall be supported by a flotation materia having over 29 lbs/ft
buoyancy. The floating curtain shall have a 5/16" galvanized chain as ballast and dual
5/16" galvanized wire ropes with a heavy vinyl coating as load lines.

Construction M ethods

The Contractor shall maintain the Floating Turbidity Curtain in a satisfactory condition
until its removal is requested by the Engineer.

M easurement and Payment

Floating Turbidity Curtain will be measured and paid for as the actual number of square
yards of curtain installed as specified and accepted. Such price and payment will be full
compensation for the work as described in this section including but not limited to
furnishing all materias, tools, equipment, and all incidentals necessary to complete the
work.

Payment will be made under:



Pay Item Pay Unit
Floating Turbidity Curtain Square Yard



